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Cycles: 50,000
Current Rating: 10 amps@28vDC
Current Rating: 10 amps@125vAC, 10 amps@ 250vAC
Temperature Range: -40°C to +85° @ Rated Current

Terminals: 0.25” Quick-Connect 
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Switches 
Standard CTI Switches

Panel Cutout Dimensions

15/32-32 Thread

Circuit Diagram

CTI Part # 32-R-920901-01
Cycles: 10,000,000
Current Rating: 5 amps@ 30vDC
Temperature Range: -40°C to +85° @ Rated Current
Internal Seals: N/A

Technical Data
Spring Rate: 6.9 lbs 
Environmental Protection: IP40, IP67
Wire Leads: None 
Terminals: None 

CTI Rocker Switches 

SPDT - MOM  (DC w/leads)    (On)-Off-(On)

1.39”
0.70”0.40”

1.28”

Panel Cutout DimensionsCircuit Diagram

CTI Part # 32-R-2606-11E
Cycles: 50,000
Current Rating: 10 amps@28vDC
Current Rating: 10 amps@125vAC, 10 amps@ 250vAC
Temperature Range: -40°C to +85° @ Rated Current

Technical DataDPDT mom (3-Postion)      (On)-Off-(On)

CTI Part # 32-R-2602-11E Technical DataDPDT mt (2-Postion)      On-None-On

15/32

N.C.

N.O. COM.

0.20”
1.03”

1.19”

1.038”

0.880”

Panel Cutout DimensionsCircuit Diagram

Panel Thickness
 0.118”

1.038”

0.880”

Panel Thickness
 0.118”

Terminals: 0.25” Quick-Connect 

Image & Specifications Are Subject To Change Without Notice

ON

ON

ON

ON
COM.

COM.

0.32”
1.03”

1.19”

0.61”

Wire Leads Shorted For Clarity 

4“ Wire Leads 

COM. N.O. N.O.

N.O.

RED WHT

BLK

N.C.

Diode Protection


